
Results:

UL 94 HB

Remark: WG = burns on the wire gauze

Specimen type:

Pre-conditioning:

Test climate:

Operator:

125±5 x 13±0,5 x d mm³

min. 48h 23°C ± 2°C /

       50% ± 5% rel. humidity

23°C / 50% rel. Humidity

Mrs La / Mrs Engler

Thermoplastics Testing Center

UL 94 HB

SOP: TTC - 05.1.7.3

Order No: KUEXT09370 PCC 7612 + black master 1%Lot:
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-

27 22,23

S
p
e
c
im

e
n
 

N
o

[s]

Burn distance

Total

Burn rateBurn time
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Date of testing:

UL Project No:

Copolymer

-

2

4,55

4,55

Total

331

April 27, 2016

From 1st mark

Customer: Plastica Panaro
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Results Remarks

17,1

14,8

From 1st mark

100 75

100 75

52

< 3 ≤ 75

pass

pass

pass

Pass:

Height 

[mm]

3 to 13

Burn rate [mm/min]

≤ 40

Remarks: -

May 3, 2016

-

Order code:

Identification:

Date of receipt:

Type:

Batch:

Color: black

73

pass

[s] [mm] [mm]

UL International TTC GmbH

Rheinuferstr. 7-9; R 33, D-47829 Krefeld

Managing Directors: Michael A. Saltzman, Sajeev Jesudas, Gitte Schjøtz, Dr.Thorsten Niklas

HRB 12550: Local Court Krefeld ; Ust-Ident-No:  DE265844534 




